GENERAL NOTES:
CONTRACTOR SHALL CONSULT JOB SPECIFICATIONS FOR MORE INFORMATION.

2. LAYOUT OF EROSION CONTROL MEASURES MAY BE ADJUSTED IN FIELD BY
ENGINEER FOR VARYING GROUND CONDITIONS.

3. TEMPORARY DITCH CHECKS SHALL BE URETHANE FOAM/GEOTEXTILE DITCH
CHECKS PER STD. 280001

4. HAY OR STRAW BALES SHALL NOT BE USED FOR DITCH CHECKS.

5. CONTRACTOR SHALL PROVIDE STABILIZED CONSTRUCTION ENTRANCES AS NECESSARY
TO MINIMIZE OFF SITE VEHICLE TRACKING OF SOIL AND DEBRIS. SEE SPECS.

6. ALL DISTURBED AREAS SHALL RECEIVE TEMPORARY EROSION CONTROL SEEDING
AS DESCRIBED IN SPECS. UNTIL PERMANENT STABILIZATION CAN BE PERFORMED. S—

. THE COUNTY WILL ASSUME RESPONSIBILITY FOR MAINTAINING EROSION CONTROL
MEASURES THROUGH FINAL STABILIZATION AFTER 1.D.0.T. ACCEPTANCE OF WORK

BY CONTRACTOR.
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